MSR for COM Port Setup
STEP_01 : 
1. Press Button “Connect ”
2. Connect to “ Device : SKH300( Serial ) , Interface : COM ( 1~4 ) , Baudrate : 9600 , Parity : Even “ 

3. OK
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STEP_02 : View Hardware & Software version

1. Command : DET VERSION

2. Press Button “ Send ”
3. Get Version Information
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STEP_03 : Issue Commands : 

Select : “Command : GET CONFIGURE WORD”
[image: image3.jpg]Ele Vev Deice Help

[—
Conmand: [GET veRSION g [
o Get version rfornation]
Loce hardware version:1.20
s s
’ Arguments: |G CARD LOAD STATE
e SeemeTans
hoe | (a0 conme
heCaEcrion
e Actarion
ECbescTuATion
LCEwsnRELET
L€ Asto s conteoL
T
psconnes! 1ICC ASYINC APDU EXCHANGE [Cawta dear previous response
i o e Contor
{11SC WRITE Plece new response
[MSC READ BUFFER bt
(3600 Excrme
e ot aomine
e Menual 09L% |cagp oRoP E3ECT R
Status: Data: ICARD DISPENSE esmonae
rivone
Cvesad rean
e Sevano
Ly vesn e
0
lcaton erien
10
[Jauto dear previous respanse
RIS/CTS. [7]Add checksum at tad of deta -
o emrcgneaniy ]
oo
s chack Sadate{sen  v| Databits]s v| Panty: [ovn v] Stoplt [1 v
e s Miscebaneous.
ety

Shon Response received..." nessage I response

[Cshow Response recsived...” sert 3





STEP_04 : Press Button “ OK ”
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STEP_05 : 

1. Configure Word : “V : Enable” , “X : Disable”
2. Set up ASCII code for “ Heat / Tail”
3. Select MSR & i-Button Auto Response Port : Serial

4. Serial Port : “ Terminator : None ”
5. Set Configure Word
[image: image5.jpg]Lus Commands
etap (Serial)
Conte Word
Track 1 (IS II)Enable []UpperCase  Head/Tail
Trock 2 Enctle ©Teck 1B IHesd O Trock 1 USI)Tat
Get Configure Word [#] Track 3 Ensble O Track 2Head O Track 2 Tail
9] ok Spesst/Tomiono Ensble (3 Tk SHoad Eiaiora
Trcistan PepmiEncs O Onfunontesd O OBt Tai
TiocksSerel bl Dl Resocese (e % opuontal
[ Head/Tat Enste
ButonEnsbie
SetConfgueWord | [ Tackt (15 1) et
] Tacke Reaust
ol Oteckireqen
Sl omaion [0 uton D Recuest
Ve Tracks Sequence Request:
10 e
[Tkt 23 v
N [resazs @
el e MSR Auto esporsepot [ Said
Buton ko Respanse pot. PR v
RsZ32 Con
Baud Rat: ;
[ W] TekiUSHSsSang [2
L M Tick 2 San S
[ Tack 3San St
E Tracks End Sentinel
-~
[ |

e —






1	





2





3





5





4








